
 

 

 

 

 

Technical Specification: 
 

Working Temperature -40℃~+75℃ 

Voltage 220V±10%, 110V±10%, 50/60HZ 

Rated power  80W 

Relative humidity ≤90% 

Remote control distance  ≥30m 

Net weight  60kgs 

Arm Speed  1s, 1.8s, 3s, 6s 

Max boom length 6 meters 

  
  

Functions & Features: 
 

• Advanced manual clutch, Auto-reset when power on 

• Both compression spring and extension spring are suitable for the motor. 
The compression spring can avoid accidents caused by broken spring due to great force. 

• Reversing on obstacle 

• Infrared Photocells (optional) 

• Support the external and internal Vehicle Loop Detector (optional) 

• Interfaces for opening, closing and pausing 

• RS485 Communication module 

• Traffic light interface 

• Wire control (switch signal) /Remote control 22OV MHZ 

• Duty Cycle: Heavy Duty 
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Commercial Variable Frequency Mechanism: 
 

 
  
  

Advanced Features: 
  

• Powerful Commercial Variable Frequency Controller 

• Cabinet adopts electroplating and double-layer painting process  

• Variable frequency barrier works more smoothly than standard barrier models  

• Operation life lasts 30% longer than the standard models 

 

 

 

 


