
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     
   

  
 

   
  
  
   
  

 
  
  
  
  
 

 

Applica�ons: 

   
*Due to con�nuous technology upgrada�on, design and specifica�on may subject to change without no�ce.  
**The photos &images used here are only for reference purpose, the actual product may vary. All Brand names & trademarks are the property of their respec�ve owners.  

 

Op�onal:  

WALK THROUGH METAL DETECTOR

Regd Office: 
11, Upper Ground Floor, New Gupta Colony
Priyadarshini Vihar, Phase -1, Delhi - 110009. |

Malls                            Government                           Airport                           Expo Centres                            Events                                Stadium                        Metro/Railways

 IP Camera with Built-in Storage  CCTV Cameras with DVR 

 Provision for Ba�ery Backup Facility  

Branch Office: Delhi | Chennai | Mumbai | Kolkata | Noida | Lucknow | Chandigarh | Nagpur | Vadodara | Bengaluru

 

 
 

 

 

 

 

 

 

 

 

Number of Zones  Single  
Power  AC 90V~240V 50/60Hz  
Alarm  Audio / Visual indica�ons for metal detec�on.  
Sensi�vity Control  Selectable membrane switch.  
Work Place Environment  - 10ºC to 55 ºC  
Outer frame Size  2180mm (h) x 850mm (w) X 440mm (d)±10%  
Humidity  95% Non-Condensing  
Gross Weight  50K  

 
 

 
  
  
   
  
  
  
  
  
  

  
 

Features: 

Technical Specifica�ons:  

Micro Processor Based Fully Auto set
Ultra-high sensi�vity.
Detects Ferrous & Non - ferrous metals
Selectable membrane switch sensi�vity levels.
Audio / Visual Indica�on
Sunmica frame detachable in 5 parts.
Pass and alarm Counter
Audible & Visual Indica�on
Infra-Red Sensors based.
Rugged, aesthe�c design for easy and quick assembly

SINGLE ZONE | CPS - 301

TARGET VISION SECURITY SYSTEMS

E-Mail: shashank@targetvisionindia.co.in
www.targetvisionindia.co.in


